4 N

| 5" SCREWS @ &" O.C. OR PANEL SCREWS W/
2"-8d NAILS @ &" O.C. TOFP AND WASHERS @ 12" O.C.
BOTTOM OF SUBFASCIA (U.N.O.) W/ MINIMUM | /"

PENETRATION INTO TOP

VAl
| /2" SCREWS OR PLATE MATERIAL (U.N.O.)

2"-8d NAILS @ I 2"
O.C. FASTENED IN

ROOF SHEATHING EXTREME ROOF PANEL

7" 0SB ROOF—
SHEATHING

-

I'-O" MAXIMUM \

AN

2x LADDER FRAI\/IINGj
OVERHANG ATTACHED
TOGETHER W/ (2) 3"
CONST. LAGS OR (3) I &d

—— CONTINUOUS 75" & )"
PANEL SEALANT
TYPICAL ALONG EDGES

NAILS (U.N.O.)
RIS 6" SIP TAPE ON
BT (WINTER) WARM

SUBFASCIA -- ATTACH SRR SIDE OF PANEL
OVERHANG TO PR N

SUBFASCIA W/ 3" CONST. et e B 10
LAGS 24" O.C. OR | &d
NAILS @ 12" O.C. IN 2
ROWS STAGGERED
THROUGH THE BACKSIDE
OF THE SUBFASCIA
BEFORE BEING INSTALLED
INTO ROOF PANEL (U.N.O.)

\_ SEgTon NOTE: MAXIMUM 42# LIVE LOAD

NOT TO SCALE

EXTREME WALL PANEL
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