4 | " SCREWS @ )
8" 0.C. OR 2"-8d
NAILS @ &" O.C.
TOP AND

BOTTOM OF
SUBFASCIA
(U.N.O.)

CONTINUOUS
" & 5" PANEL
SEALANT
TYPICAL ALONG
EDGES \

EXTREME WALL PANEL

PANEL SCREWS W/
WASHERS @ 12" O.C. IN
2 ROWS STAGGERED W/

MINIMUM | /'
PENETRATION INTO e e e L
ROOF SUBFASCIA RIS k
(U.N.O. PER ENGINEER) R
BN EXTREME
PANEL SCREWS W/ T e ROOF PANEL

WASHERS @ 2" O.C. IN

2 ROWS STAGGERED W/ 2x SUBFASCIA

MINIMUM | /" e
PENETRATION INTO S e LEDGER. BEAM

ROOF SUPPORT LEDGER BT AS REQUIRED
(U.N.O. PER ENGINEER) BY ENGINEER

NOTE:
MAXIMUM 100" SPAN @ 42#
LIVE LOAD.
NOTE: THIS DETAIL IS ONLY
PERMITTED WHEN DESIGNED BY A
\%E?J_Lgﬁ LICENSED STRUCTURAL ENGINEER
7~ DETAIL TITLE : ROOF LEDGER Extreme Pane\l
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